MG Range

Circular bayonet coupling connectors

These are circular connectors with rugged aluminium alloy shells and reverse bayonet coupling. Based on
MIL-C-5015, there is a wide range of contact arrangements available, as shown on page 5. Insert material is
Polychloroprene. These connectors give quick positive coupling with an audible indication of full

coupling.

Other attributes include high shock and vibration capabilities without the need for lockwiring. The
connectors offer an operating temperature range of -55°C to +125°C. The range is intermateable with

V(G95234 and 121B connectors.

Designed originally as a military connector, current applications centre on industrial uses.

Connector styles

MG 00T

Box mounting
receptacle for front
mounting.

With back shell
threads.

MG OOF

Box mounting
receptacle for front
mounting.

With cable clamp
and telescopic
bushing.

MG O1F

Cable connecting
receptacle with
cable clamp and
telescopic bushing.

MG O2R BOS
Box mounting
receptacle for rear
mounting.

MG 02R

Box mounting
receptacle for front
mounting.

MG 06F
Straight cable
connector with
cable clamp and
telescopic
bushing.

MG O8F

90" angle
connector with
cable clamp and
telescopic
bushing.

MG TBF
Bulkhead
receptacle.



MG 02R
Box mounting receptacle for front mounting.

MG 02R BOS
Box mounting receptacle for rear mounting,.
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MG 00OF
Box mounting receptacle for front mounting.
With cable clamp and telescopic bushing.
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MG O1F
Cable connecting receptacle with cable clamp and
telescopic bushing.
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Shell Size

Dimensions
A B C D | E F G H ] K L
+().3 +0.1 +0).15 +() Max +0.4 +).2 +0.3 +0.4 1SO UNEF-2A
-0 ~-0.15 -0 -0 Thread Thread |
i
1081 25.4 18.2 3:2 18.2 16.2 14.2 2.8 24.7 18.2 M4 S/8"x 24
148 30.0 23.0 3.2 24.6 19.2 14.2 32 24.7 18.2 M4 347" x 20
16S 32.0 24.6 32 27.4 22.4 14.2 3.2 24.7 18.2 M4 718" x 20
16 32.0 24.6 3.2 27.4 22.4 19.0 3.2 33.8 21.5 M4 218”320
18 35.0 27.0 3.2 30.8 25.6 19.0 4.0 33.8 23.0 M4 1" x 20
20 38.0 29.4 3.2 34.2 29.0 19.0 4.0 338 23.0 M4 11/8°x 18
22 41.0 31.8 3.2 37.4 32.2 19.0 4.0 33.8 23.0 M4 11/4“x 18
|
24 44.5 34.9 3.7 40.9 35.3 20.6 4.0 35,7 23.0 M4 13/8"x 18
| |
|
28 50.8 39.7 JT 46.7 41.4 20.6 4.0 A5G l 24.0 M5 15/8"x18
32 57.0 44.5 4.3 534 47.8 222 4.0 373 24.0 M5 17/8"X16UN
36 64.0 49,2 4.3 59.6 54.1 22.2 4.0 37.3 24.0 M5 2" x16UN
| |

M to Z dimensions, see Page 2
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